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Groundwater Contour Maps
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APPENDIX C-1

January 28, 2008
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)

104.72

- 106 ___ Groundwater Elevation Contour (ft.)

NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Elevation at MW-23 on 1/28/08 was raised by 1 ft.
due to suspected error in field recording.
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Alone Data Document (2014), December 2014 Water Solutions, Inc.




APPENDIX C-2

February 25, 2008
Mw-18 © Groundwater Elevation Contour Map
Baseline Elevations
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APPENDIX C-3

March 28, 2008
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)
104.72

- 106 ___ Groundwater Elevation Contour (ft.)

NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.
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Data Sources: Geomatrix, Appendix C, Stand-

Alone Data Document (2014), December 2014 Water Solutions, Inc.
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2. Groundwater elevation contours interpolated at

APPENDIX C-4

April 28, 2008
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington
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1. All elevations exist in NAVD88.

0.5 ft intervals using kriging geostatistical
methodology.

3. Bold well identifications and groundwater levels
indicate the points that were used to generate
groundwater elevation contours.

0 50 100 150

Feet

MAP NOTES:
Data Sources: Geomatrix, Appendix C, Stand-

Alone Data Document (2014), December 2014 Water Solutions, Inc.
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APPENDIX C-5

May 30, 2008
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington
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MW-15  Groundwater Elevation (ft.)
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- 106 ___ Groundwater Elevation Contour (ft.)

NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Bold well identifications and groundwater levels
indicate the points that were used to generate
groundwater elevation contours.
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MAP NOTES:
Data Sources: Geomatrix, Appendix C, Stand-
Alone Data Document (2014), December 2014

Water Solutions, Inc.
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APPENDIX C-6

JUNE 30, 2008
Groundwater Elevation Contour Map
Baseline Elevations

Arlington, Washington
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0.5 ft intervals using kriging geostatistical
methodology.

indicate the points that were used to generate
groundwater elevation contours.
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APPENDIX C-7

July 28, 2008
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington
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MW-15  Groundwater Elevation (ft.)
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NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Bold well identifications and groundwater levels
indicate the points that were used to generate
groundwater elevation contours.
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MAP NOTES:
Data Sources: Geomatrix, Appendix C, Stand-

Alone Data Document (2014), December 2014 Water Solutions, Inc.




APPENDIX C-8

—_ AUGUST 25, 2008

© Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
— | Arlington, Washington
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NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

. Bold well identifications and groundwater levels
indicate the points that were used to generate
groundwater elevation contours.
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APPENDIX C-9

SEPTEMBER 26, 2008
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington
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NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Bold well identifications and groundwater levels
indicate the points that were used to generate
groundwater elevation contours.
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MAP NOTES:
Data Sources: Geomatrix, Appendix C, Stand-
Alone Data Document (2014), December 2014 Water Solutions, Inc.
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APPENDIX C-10

OCTOBER 22, 2008
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington
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NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Bold well identifications and groundwater levels
indicate the points that were used to generate
groundwater elevation contours.
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Data Sources: Geomatrix, Appendix C, Stand-
Alone Data Document (2014), December 2014 Water Solutions, Inc.
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APPENDIX C-11

NOVEMBER 25, 2008
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington
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NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Bold well identifications and groundwater levels
indicate the points that were used to generate
groundwater elevation contours.
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Alone Data Document (2014), December 2014 Water Solutions, Inc.
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APPENDIX C-12

JANUARY 6, 2009
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
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O . .
EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells without groundwater elevations
were not used in development of contour lines due
to deeper screen interval.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.
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Data Sources: Geomatrix, Appendix C, Stand-

Alone Data Document (2014), December 2014 Water Solutions, Inc.
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APPENDIX C-13

FEBRUARY 9, 2009
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
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MW-15  Groundwater Elevation (ft.)
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- 106 ___ Groundwater Elevation Contour (ft.)
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EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.
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Alone Data Document (2014), December 2014 Water Solutions, Inc.
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APPENDIX C-14

MARCH 5, 2009

. Groundwater Elevation Contour Map
Baseline Elevations
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2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located

outside the area shown and were also used to

generate contours.
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APPENDIX C-15

APRIL 1, 2009
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
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MW-15  Groundwater Elevation (ft.)
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- 106 ___ Groundwater Elevation Contour (ft.)

O . .
EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.
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APPENDIX C-16

MAY 4, 2009
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington
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- 106 ___ Groundwater Elevation Contour (ft.)

O . .
EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.
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APPENDIX C-17

MAY 26, 2009
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)
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- 106 ___ Groundwater Elevation Contour (ft.)
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EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.
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P:\Portland\302 - Baxter\Arlington RCRA\Figures\Appendices\C



123
-

oLl -

801 -

40y -

RETORT
TORT
TING P
(0]
79 MW-19
b 2 VW13 ©
72,
72

o MW-31
106.48

901 -

© Mw-17

Mw-37 ©
105.66

MW-15
106.10,

A

o

(3]
RECOVERED REBAR

AND CAP|["19631"
DECEMBER 2007

RECOVERED REBAR
AND CAP "19631"
DECEMBER 2007

o)
MW-16
105.41

o
MW-36

MW-30 ©
106.57

64TH AVENUE N.E.

I'N .I.HHH.L';H.I.QS’L

c]
MW-18

APPENDIX C-18

JULY 8, 2009
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington
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EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.
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MAP NOTES:
Data Sources: Geomatrix, Appendix C, Stand-

Alone Data Document (2014), December 2014 Water Solutions, Inc.
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APPENDIX C-19

AUGUST 3, 2009
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)
104.72

- 106 ___ Groundwater Elevation Contour (ft.)

O . .
EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.

6. Depth to water measurements at BXS-1, BXS-2,
BXS-3, and BXS-4 were performed on
August 4, 2009.
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Data Sources: Geomatrix, Appendix C, Stand-
Alone Data Document (2014), December 2014 Water Solutions, Inc.




v

o]
MW-18
\ o 1 ) - - / '
= BXS-3 = N 2
= 110.59 ) 2 = I |
RECOVERED REBAR
AND CAP "19631"
DECEMBER 2007 I
MW-37 © I
104.04 RECOVERED REBA| |
AND CAP "19631" l
DECEMBER 2007 f
MW-15 o
104.45 MW-16
103.77
\ 4TH AVENUE N.E. h
> © MW-1 w
> 111.21 p CITY RIGHT OF WAY
MW-33 -
© EW-5 "\ © \\135 5
6o
|\ pawe / MW-2 =
- 0]
p— VTYEC 5.93 | 103.38 ' T
[ ONCRETE N\ C N\uEws C—D|
TrotTe ETORT CANOPY B CR VRULT ' -
“T1g : RETORT / A m
\\TREAHNGP RETE Infiltration Gallery 105.80 104 ;
175 \ EW> m
o MW-26 | *
6.17 |
-MW-6 ©
105:
0 10
!
!
106
7;;3 7,, 770 709 70(9 707
N AN N ™~ S \ |

APPENDIX C-20

AUGUST 27, 2009
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)
104.72

- 106 ___ Groundwater Elevation Contour (ft.)

O . .
EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.
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MAP NOTES:
Data Sources: Geomatrix, Appendix C, Stand-

Alone Data Document (2014), December 2014 Water Solutions, Inc.
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APPENDIX C-21

SEPTEMBER 30, 2009
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)
104.72

- 106 ___ Groundwater Elevation Contour (ft.)

O . .
EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.
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Data Sources: Geomatrix, Appendix C, Stand-
Alone Data Document (2014), December 2014 Water Solutions, Inc.
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APPENDIX C-22

NOVEMBER 16, 2009
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)
104.72

- 106 ___ Groundwater Elevation Contour (ft.)
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EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.
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Data Sources: Geomatrix, Appendix C, Stand-

Alone Data Document (2014), December 2014 Water Solutions, Inc.
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APPENDIX C-23

DECEMBER 29, 2009
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)
104.72

- 106 ___ Groundwater Elevation Contour (ft.)

O . .
EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.
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MAP NOTES:
Data Sources: Geomatrix, Appendix C, Stand-
Alone Data Document (2014), December 2014 Water Solutions, Inc.
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APPENDIX C-24

JANUARY 25, 2010

MW-18"~ Groundwater Elevation Contour Map
Baseline Elevations

Former J.H. Baxter Wood Treating Facility
Arlington, Washington

7, 2, 2, -z
% % % B B
MwW-1
\ 106.94
A
7
% o MW-31 LEGEND
107.81
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)
N 104.72
7,0
- 106 ___ Groundwater Elevation Contour (ft.)
~ ¢ MWw-36 © Extraction Well Identification
7{,0 EW-1
©) I
COVAULT 1 Clean Out Vault Identification
°7
54 o
. MW-30
I S 108.26
\799 _ _— - _
) 64TH-AVENUE N.E.
o}
[0}
120 W , CITY RIGHT OF WAY |
oA 85,1 . . NOTES:
5 J ) [0.] 1. All elevations exist in NAVD88.
Mw-2 ' 9' 2. Groundwater elevation contours interpolated at
© 106.81 T 0.5 ft intervals using kriging geostatistical
S \\L \@p&\mgﬁ\ 07— | o methodology.
HC-M hE \R = 3. Monitoring wells with no groundwater elevations
3.91 TORT o MW:2 I?l-?' indicated were not used in development of contour
TORT A 110.34 m lines due to deeper screen intervals in those wells.
| 4. Wells BXS-4, MW-4, and MW-14 are located
~72s TREATING PLANT Z outside the area shown and were also used to
iTl generate contours.
| * 5. Monitoring wells MW-12, MW-13, MW-19, MW-20,

and MW-21 are used for LNAPL recovery.

~

796‘

~

~

728

~ 72

0 50 100 150
Z
Feet

| -

MAP NOTES:
Data Sources: Geomatrix, Appendix C, Stand-
Alone Data Document (2014), December 2014 Water Solutions, Inc.




A
°© I '
[+
RECOVERED REBAR
AND CAP "19631"
DECEMBER 2007 I
ECOVERED REBAR !
ND CAP "19631!" I
o DECEMBER 200 f
MW-31
108.14
HC-MW-7 o
105.55
] |
MW-36 '
MW-29
109.18 MW-34 MW-30
o 108.50 |
W-4
64TH AVENUE N. 1—’
CHNY RIGH F WA
OMW-33 W-5 o
| MW-35 §
/ | 3
[ MW-2 107~ T
\ . 106.99 7
— =
O VAULT =
MW-27 m
, 110.43 m
iltration Galléry =
1} 108 =
EW-7 | m
!
HC-MW-6 109
04
770 '
!
7 77
7
77, 77, 77 77 72
CN N LN SO ~

o
MW-18

APPENDIX C-25

FEBRUARY 8, 2010
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)

104.72

- 106 ___ Groundwater Elevation Contour (ft.)

O . .
EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.

6. Elevation indicated for MW-23 was raised by 3 feet
from values recorded in the field due to suspected
error in field recording.
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MAP NOTES:
Data Sources: Geomatrix, Appendix C, Stand-
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APPENDIX C-26

MARCH 23, 2010
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)

104.72

- 106 ___ Groundwater Elevation Contour (ft.)
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EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.

6. Groundwater elevation at HC-MW-5 was not
recorded due to a damaged well monument lid,
which could not be opened.

7. Groundwater elevations at MW-16 and MW-31
were lowered by 2 ft. from values recorded in the
field due to suspected error in field recording.

0 50 100 150

Feet

MAP NOTES:
Data Sources: Geomatrix, Appendix C, Stand-

Alone Data Document (2014), December 2014 Water Solutions, Inc.

P:\Portland\302 - Baxter\Arlington RCRA\Figures\Appendices\C



A
o
oo
o
MW-31
107.86
© MwW-36
MW-29
I Ewlg 108.71 4 MW-34
4D — fo
AULT |1 EW-4

s L
2 3
MW-17 © RECOVERED REBAR
107.14 AND CAP 119631"
DECEMBER 2007
W-37©
106.85 RECOVERED REBAR
AND CAP "19631"
B’ DECEMBER|2007
9]
MW-15
107.39
[0}
MW-30
108.11

64TH AVENUE N.E.
CITY RIGHT.OF WAY

09:
N EW-6
OWAULT A’
A\ MW-27
| |
iltration Gallery 109.67
b ew.r
o MW-26

774 773 715 717

o
MW-2
106.60

107

108

109

'I'N LITHLS H188l

o
MW-18

APPENDIX C-27

APRIL 28, 2010
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)

104.72

- 106 ___ Groundwater Elevation Contour (ft.)

O . .
EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.

6. Groundwater elevation at HC-MW-5 was not
recorded due to a damaged well monument lid,
which could not be opened.

7. Groundwater elevation at MW-15 was increased by
1 ft. from the value recorded in the field due to
suspected error in field recording.
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Alone Data Document (2014), December 2014 Water Solutions, Inc.
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APPENDIX C-28

MAY 24, 2010
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)

104.72

- 106 ___ Groundwater Elevation Contour (ft.)

O . .
EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.

6. Depth to water measurement at MW-26 was
performed 5/25/10. All depth to water
measurements were performed within a 24 hour
period.
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MAP NOTES:
Data Sources: Geomatrix, Appendix C, Stand-

Alone Data Document (2014), December 2014 Water Solutions, Inc.
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APPENDIX C-29

JUNE 29, 2010
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)
104.72

- 106 ___ Groundwater Elevation Contour (ft.)

O . .
EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.

6. Extraction well EW-4 was not in operation during
this monitoring event.
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Alone Data Document (2014), December 2014 Water Solutions, Inc.
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APPENDIX C-30

AUGUST 16, 2010
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)

104.72

- 106 ___ Groundwater Elevation Contour (ft.)

O . .
EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.

6. For well pairs and well triplets, groundwater
elevation from the well with the highest screen
elevation was used for contouring.
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MAP NOTES:
Data Sources: Geomatrix, Appendix C, Stand-

Alone Data Document (2014), December 2014 Water Solutions, Inc.
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APPENDIX C-31

NOVEMBER 15, 2010
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)
104.72

- 106 ___ Groundwater Elevation Contour (ft.)

O . .
EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.

6. For well pairs and well triplets, groundwater
elevation from the well with the highest screen
elevation was used for contouring.
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Data Sources: Geomatrix, Appendix C, Stand-
Alone Data Document (2014), December 2014 Water Solutions, Inc.
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APPENDIX C-32

FEBRUARY 7, 2011
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)

104.72

- 106 ___ Groundwater Elevation Contour (ft.)

O . .
EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.

6. For well pairs and well triplets, groundwater
elevation from the well with the highest screen
elevation was used for contouring.
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MAP NOTES:
Data Sources: Geomatrix, Appendix C, Stand-

Alone Data Document (2014), December 2014 Water Solutions, Inc.
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MAY 2011
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND

© Monitoring Well Identification and

MW-15  Groundwater Elevation (ft.)
104.72

- 106 ___ Groundwater Elevation Contour (ft.)

O . .
EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.

6. For well pairs and well triplets, groundwater
elevation from the well with the highest screen
elevation was used for contouring.

7. A suspected incorrect depth to water measurement
occurred at MW-15. Therefore, the groundwater
elevation at MW-15 was estimated by calculating
the average elevation difference between MW-15
and MW-40 for the 3rd Quarter 2010 through the 1st
Quarter 2011 and adding this difference to the 2nd
Quarter 2011 groundwater elevation measured at
MW-40.
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AUGUST 22, 2011
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)
104.72

- 106 ___ Groundwater Elevation Contour (ft.)

O . .
EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.

6. For well pairs and well triplets, groundwater
elevation from the well with the highest screen
elevation was used for contouring.
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Data Sources: Geomatrix, Appendix C, Stand-

Alone Data Document (2014), December 2014 Water Solutions, Inc.
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NOVEMBER 1, 2011
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)
104.72

- 106 ___ Groundwater Elevation Contour (ft.)

O . .
EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.

6. For well pairs and well triplets, groundwater
elevation from the well with the highest screen
elevation was used for contouring.

7 . The groundwater elevation indicated for MW-15 was
raised by 1 foot from the value recorded in the field
due to a suspected error in field recording.
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Alone Data Document (2014), December 2014 Water Solutions, Inc.
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FEBRUARY 12, 2012
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)

104.72

- 106 ___ Groundwater Elevation Contour (ft.)

O . .
EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.

6. For well pairs and well triplets, groundwater
elevation from the well with the highest screen
elevation was used for contouring.
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Alone Data Document (2014), December 2014 Water Solutions, Inc.
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APRIL 29, 2012
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)
104.72

- 106 ___ Groundwater Elevation Contour (ft.)
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EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.

6. For well pairs and well triplets, groundwater
elevation from the well with the highest screen
elevation was used for contouring.
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AUGUST 19, 2012
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)
104.72

- 106 ___ Groundwater Elevation Contour (ft.)

O . .
EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.

6. For well pairs and well triplets, groundwater
elevation from the well with the highest screen
elevation was used for contouring.
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Alone Data Document (2014), December 2014 Water Solutions, Inc.
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NOVEMBER 11, 2012
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)

104.72

- 106 ___ Groundwater Elevation Contour (ft.)

O . .
EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.

6. For well pairs and well triplets, groundwater
elevation from the well with the highest screen
elevation was used for contouring.
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Data Sources: Geomatrix, Appendix C, Stand-

Alone Data Document (2014), December 2014 Water Solutions, Inc.
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FEBRUARY 10, 2013
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)
104.72

- 106 ___ Groundwater Elevation Contour (ft.)

O . .
EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.

6. For well pairs and well triplets, groundwater
elevation from the well with the highest screen
elevation was used for contouring.
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Data Sources: Geomatrix, Appendix C, Stand-
Alone Data Document (2014), December 2014 Water Solutions, Inc.
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JUNE 2, 2013
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)
104.72

- 106 ___ Groundwater Elevation Contour (ft.)

O . .
EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.

6. For well pairs and well triplets, groundwater
elevation from the well with the highest screen
elevation was used for contouring.
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Data Sources: Geomatrix, Appendix C, Stand-
Alone Data Document (2014), December 2014 Water Solutions, Inc.
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AUGUST 25, 2013
Groundwater Elevation Contour Map
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2 106.48 |1 45 Baseline Elevations
"i Former J.H. Baxter Wood Treating Facility

Arlington, Washington
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2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.

6. For well pairs and well triplets, groundwater
elevation from the well with the highest screen
elevation was used for contouring.

TORT

‘N L3341LS H18gl

0 50 100 150

Feet

MAP NOTES:
Data Sources: Geomatrix, Appendix C, Stand-
Alone Data Document (2014), December 2014 Water Solutions, Inc.




VIW-BXS-2
9.20

ECOVERED REBA
ND CAP "19631"

4TH AVENUE N.E.
CITY RIGHT OF WAY

|

MW-18 ©, \
103.67 y\-42

‘N L33¥1S H188l

106 —_

107

APPENDIX C-43

DECEMBER 2, 2013
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)
104.72

- 106 ___ Groundwater Elevation Contour (ft.)

O . .
EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.

6. For well pairs and well triplets, groundwater
elevation from the well with the highest screen
elevation was used for contouring.
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Data Sources: Geomatrix, Appendix C, Stand-
Alone Data Document (2014), December 2014 Water Solutions, Inc.




|

—
1

RECOVERED REBAR
AND CAP "19631"
DECEMBER 2007

RECOVERED REBAR
AND CAP "19631"

64TH AVENUE N.E.
CITY RIGHT OF WAY

RETORT

ETORT

TREATING PLANT

CM

CONCRETE

o MW-11

70(9

MW-18 ol
05.05 pmw-42

'I'N 133418 H188l

70)

APPENDIX C-44

MARCH 2014
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)
104.72

- 106 ___ Groundwater Elevation Contour (ft.)

O . .
EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.

6. For well pairs and well triplets, groundwater
elevation from the well with the highest screen
elevation was used for contouring.

7. Monitoring wells MW-4, MW-10, MW-11, and
MW-14 were not measured in the first quarter.

8. Due to a suspected field error at MW-BXS-2, this
measurement is excluded from the contour.
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Data Sources: Geomatrix, Appendix C, Stand-
Alone Data Document (2014), December 2014 Water Solutions, Inc.
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JUNE 2014
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)
104.72

- 106 ___ Groundwater Elevation Contour (ft.)

O . .
EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells BXS-4, MW-4, and MW-14 are located
outside the area shown and were also used to
generate contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.

6. For well pairs and well triplets, groundwater
elevation from the well with the highest screen
elevation was used for contouring.

7. Monitoring well MW-11 was not measured in the
second quarter in 2014.

8. Due to a suspected field error at MW-39, this
measurement is excluded from the contour.
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SEPTEMBER 2014
Groundwater Elevation Contour Map
Baseline Elevations
Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND
© Monitoring Well Identification and
MW-15  Groundwater Elevation (ft.)

104.72

- 106 ___ Groundwater Elevation Contour (ft.)
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EW-1 Extraction Well Identification
© Clean Out Vault Identification
CO VAULT 1
NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation contours interpolated at
0.5 ft intervals using kriging geostatistical
methodology.

3. Monitoring wells with no groundwater elevations
indicated were not used in development of contour
lines due to deeper screen intervals in those wells.

4. Wells MW-14 and MW-43 are located outside the
area shown and were also used to generate
contours.

5. Monitoring wells MW-12, MW-13, MW-19, MW-20,
and MW-21 are used for LNAPL recovery.

6. For well pairs and well triplets, groundwater
elevation from the well with the highest screen
elevation was used for contouring.
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Alone Data Document (2014), December 2014 Water Solutions, Inc.
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FIGURE C-47

Groundwater Elevation Contour Map:
Fourth Quarter 2014

Former J.H. Baxter Wood Treating Facility
Arlington, Washington
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NOTES:

1. All elevations exist in NAVD88.

2. Groundwater elevation measured at MW-16
not included in contours.
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FIGURE C-48

Groundwater Elevation Contour Map:
First Quarter 2015

Former J.H. Baxter Wood Treating Facility
Arlington, Washington
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NOTES:

1. All elevations exist in NAVD88.

2. Extraction wells are pumping while water level
measurements are collected. Wells pumping at
time measurements taken?
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FIGURE C-49

Groundwater Elevation Contour Map:
Third Quarter 2015

Former J.H. Baxter Wood Treating Facility
Arlington, Washington
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FIGURE C-50

Groundwater Elevation Contour Map:
Fourth Quarter 2015

Former J.H. Baxter Wood Treating Facility
Arlington, Washington

LEGEND

- - Groundwater Elevation Contours
% 4 N (dashed where inferred)

Shallow/Intermediate Monitoring Well
o (December 2015 Groundwater Elevation)

©  Extraction Well
|:| Infiltration Trench
Infiltration Gallery Piping

HCMW-7/ |
(103'6)] || I

iy -

MW-33| |
(107.3)

.
MW7
(107.5)

=1 §

W26 | L N T 5. ~ ' ) oo . | | NOTES:

(1‘08-@&' . SR aliows B v e : 1. All elevations exist in NAVD8S.

VR _"-"3| - A - {, S | 4 ; i f 2. Extraction wells are pumping while water level
E i y . . : . | [ - measurements are collected.

3. NM = not measured.
4. MW-32 not used in contour maps.

Date: December 15, 2016 n GSI
Data Sources: AMEC, ESRI, Air photo taken on

May 2, 2015 by Google Earth Water Solutions, Inc.

Document Path: P:\Portland\302 - Baxter\GIS\Arlington_RCRA\Project_mxds\2016_SADD\FigureC-50_GW_Elev_4Q_2015.mxd




8

Document Path: P:\Portland\302 - Baxter\GIS\Arlington_RCRA\Project_mxds\2016_SADD\FigureC-51_GW_Elev_1Q_2016.mxd

FIGURE C-51

Groundwater Elevation Contour Map:
First Quarter 2016

Former J.H. Baxter Wood Treating Facility
Arlington, Washington
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FIGURE C-52

Groundwater Elevation Contour Map:
Second Quarter 2016

Former J.H. Baxter Wood Treating Facility
Arlington, Washington
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FIGURE C-53

Groundwater Elevation Contour Map:
Third Quarter 2016

Former J.H. Baxter Wood Treating Facility
Arlington, Washington
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FIGURE C-54

Groundwater Elevation Contour Map:
Fourth Quarter 2016

Former J.H. Baxter Wood Treating
Facility Arlington, Washington
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FIGURE C-55

Groundwater Elevation Contour Map:
First Quarter 2017

Former J.H. Baxter Wood Treating Facility
Arlington, Washington
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FIGURE C-56

Groundwater Elevation Contour Map:
Second Quarter 2017

Former J.H. Baxter Wood Treating Facility
Arlington, Washington
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FIGURE C-57

Groundwater Elevation Contour Map:
Third Quarter 2017

Former J.H. Baxter Wood Treating Facility
Arlington, Washington
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FIGURE C-58

Groundwater Elevation Contour Map:
Fourth Quarter 2017

Former J.H. Baxter
Wood Treating Facility
Arlington, Washington
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FIGURE C-59

Groundwater Elevation Contour Map:
First Quarter 2018

Former J.H. Baxter
Wood Treating Facility
Arlington, Washington
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2. Extraction wells are pumping while water level
measurements are collected.

3. Intermediate wells not used for contouring.
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FIGURE C-60

Groundwater Elevation Contour Map:
Second Quarter 2018

Former J.H. Baxter
Wood Treating Facility
Arlington, Washington
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measurements are collected.
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FIGURE C-61

Groundwater Elevation Contour Map:

Third Quarter 2018
Former J.H. Baxter

Wood Treating Facility
Arlington, Washington
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FIGURE C-62

Groundwater Elevation Contour Map:
Fourth Quarter 2018

Former J.H. Baxter
Wood Treating Facility
Arlington, Washington
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FIGURE C-63

Groundwater Elevation Contour Map:
First Quarter 2019

Former J.H. Baxter
Wood Treating Facility
Arlington, Washington
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NOTES:

1. All elevations exist in NAVD88.

2. Extraction wells are pumping while water level
measurements are collected.

3. Intermediate wells not used for contouring.

4. HCMW-6 was not used for contouring.

0 65 130 195
I | I | I |

ee -
GSI

Water Solutions, Inc.

Date: January 16, 2020
Data Sources: AMEC, ESRI, Digiglobe 2017




TS | 4
Document Path: Y:\0302_Baxter\Source_Figures\Arlington_ RCRA\2019_SADD\FigureC-64_GW_Elev_

MW-22
(110.79)

MW-31
(106.69)

2N

,1§%§§d MW-36 {-

(107.05)

g .. i

‘l [MW:29 B(107.34) F

| Ew3j(10725)] k%
" Oews G o

g MW-34
EW:2 B/ (107/38),

MW-23|
(NM) MW.3
\ (NM) .5 MW-35
(sl > (107.68)

MW-33 -
(107.93) e s .
MW-24
(108.05) =G

N\ AN -
AN\ L e
(112Y86) -9 — ,
L B 2

\&21:17) \
-

2Q_2019.mxd

- VY&

i

FE

.

GIRDIAVEINE W

£

-~ -

.

»

i

FIGURE C-64

Groundwater Elevation Contour Map:
Second Quarter 2019
Former J.H. Baxter

Wood Treating Facility
Arlington, Washington
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NOTES:
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2. Extraction wells are pumping while water level
measurements are collected.

3. Intermediate wells not used for contouring.

4. HCMW-6 was not used for contouring.
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FIGURE C-65

Groundwater Elevation Contour Map:
Third Quarter 2019

Former J.H. Baxter
Wood Treating Facility
Arlington, Washington
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NOTES:
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2. Extraction wells are pumping while water level
measurements are collected.

3. Intermediate wells not used for contouring.

4. MW-26 and MW-34 not used for contouring.
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FIGURE C-66

Groundwater Elevation Contour Map:
Fourth Quarter 2019

Former J.H. Baxter
Wood Treating Facility
Arlington, Washington
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2. Extraction wells are pumping while water level
measurements are collected.

3. Intermediate wells not used for contouring.

4. MW-25 not used for contouring.
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